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Our Ref: Re-Advert C07/2024 Your Ref.:                    

 
 

CENTLEC HEREBY INVITES BIDDERS TO SUBMIT FORMAL QUOTATIONS FOR THE 
FOLLOWING SERVICES: 

 

 
 

CLOSING DATE: 2 October 2024 @ 11H:00 
 
FOR TECHNICAL INFORMATION PLEASE CONTACT: GERT FOURIE @051 409 2340  
EMAIL: Gert.Fourie@centlec.co.za 

 
1. MINIMUM REQUIREMENTS: 

 
Kindly note that failure to submit the following documents will result in 
disqualification:  
 

• The quotation must be submitted on the letterhead of your business.  

• Bidders must neatly bind their bid/proposal documents. Documents must be in a book 

format (ring binded), indexed and page numbered (Loose documents will be 

automatically disqualified).  

QUOTATION 
NUMBER 

DESCRIPTION QUANTITY 

Re-Advert 
C07/2024 

 
Supply, Delivery, Installation of 30V 3A 
Battery Charger and Provide Training. 

 
As Per Attached Specification. 

 
 
 

Refer to the 
Specification 

Attached. 
 
 
 

http://www.centlec.co.za/
mailto:Gert.Fourie@centlec.co.za


• Bidders must submit a copy of company registration documents (CK).  

• A valid original Tax Clearance Certificate or SARS Pin should accompany your offer. 

Failure to submit may invalidate your offer.  

• Bidders must be registered on CSD. Submit the CSD report and certified ID copy/copies 

of company owner(s) as proof.  

• Supply municipal services (water, sanitation, rates and electricity) clearance certificate or 

Lease Agreement with a current Bill and rates clearances, or Current Bill of Account not 

owing more than 90 days. In a case where the services are paid by the Landlord, the 

signed lease agreement and statement of account must be submitted by the bidder.  

• All original supplementary/compulsory MBD forms must be completed and signed in full.  

• NB: All service providers are requested to submit a valid SANAS approved BBB-EE 

certificate/Sworn Affidavit with the quotation on the closing dates to substantiate their 

claim (failure to submit BBB-EE certificate/Sworn Affidavit will not lead to disqualification; 

however, no points will be awarded).  

 

2. The following special conditions will apply: 
 

• Delivery must be in accordance with instructions from CENTLEC. 

• The successful bidder will be expected to deliver the goods within 30 days after receiving 

an official order. 

• Quotation Price(s) must exclude VAT, but delivery charges must be included. 

• Quotation Price(s) quoted must be valid for at least thirty (30) days from date of your offer. 

• The lowest or any quotation will not necessarily be accepted and CENTLEC reserves the 

right to accept where applicable a portion of any quotation. 

• Centlec (SOC) Ltd reserves the right to appoint the second lowest bidder should the first 

bidder quote incorrectly or request any price adjustments. 

• Payments will only be made to the company whose name appears on the official order. 

No third party will be considered. 

• This quotation will be evaluated in terms of the 80/20 preference point system as 

prescribed in the Preferential Procurement Policy Regulations 2022. 

• CENTLEC (SOC) Ltd reserved the right to request samples if need be. 

• No official order will be issued to a Supplier that is not registered on the Central Supplier 

Database (CSD) and provide CSD number. 



 

• No quotations will be considered from persons in the Service of the State. Failure to comply 

with these conditions may invalidate your offer. 

 

3. Specified Goals for Preferential Point System 

Specified Goals Points Allocation 

50% Black owned 5 

50% Women owned 5 

50% Youth owned <35 years 5 

Locality (The bidder must have a 
Centlec area of supply address) 

5 

Total Points 20 

 
 

QUOTATIONS MUST BE SUBMITTED IN A SEALED ENVELOPE, WITH THE QUOTATION 

NUMBER INDICATED ON THE FRONT TO THE BELOW ADDRESS:   

 

CENTLEC (Soc) Ltd 

Supply Chain Management Offices  

30 Rhodes Avenue 

Oranjesig  

Bloemfontein 

9301 

 

 

 

 

 

 

NB:  Quotations are to be completed in accordance with the conditions and quotation rules 

contained in the quotation documents. 

 

Emailed quotations will not be accepted.  

 

Prospective Bidders are requested to obtain the documents on CENTLEC’s website: 

www.centlec.co.za  and E-Tender: www.etender.gov.za 

 

http://www.centlec.co.za/
http://www.etender.gov.za/


 

 

 

 

30 Rhodes Avenue 

Oranjesig 

Bloemfontein 

9301 

www.centlec.co.za 

     

 

Directors: MC Mokitlane (Chairperson), MB Mfanta (Deputy Chairperson), G Mohanoe (NED), DR Barlow (NED), 

NT Baloyi (NED), MA Mopeli (NED), ED Markus (NED), MS Sekoboto (CEO), ZSN Williams (CFO), KC Tsitsi (Company Secretary) 

  

 
   @centlec   @centlecutility 

 
HUMAN RESOURCES 
Training and Development 

 
 

Contact Person: Kobus de Meyer Date: 03 September 2024 

 

 
 

 

 
E-mail: kobus.dmeyer@centlec.co.za 
 

Tel: 051 409 2340 

Our Ref.: Battery charger system purchase. Your Ref.:  

 
 

SUPPLY AND DELIVERY OF BATTERY CHARGING UNIT SPECIFICATIONS 

(TRAINNING INCLUDED) 

 

SPECIFICATION  QUANTITY 

BATTERY CHARGING UNIT 1  

PLASTIC CASED CELLS 24 

TRAINNING 7 PERSONNEL 

 

 

DETAILED SPECIFICATION 

 

Electrical 

 

AC INPUT 110 / 230 / 250V AC SINGLE PHASE (TRANSFORMER STRAPPING REQUIRED) [1,16A 

@110VAC OR 0,58A @ 230VAC] 

AC INPUT WIRE SIZE 4MM RAIL MOUNTED TERMINALS - 4MM MAX WIRE SIZE 

DC OUTPUT NOMINAL VOLTAGE 30VDC 

DC LOAD WIRE SIZE 6MM RAIL MOUNTED TERMINALS - 6MM MAX WIRE SIZE 

DC FLOAT VOLTAGE 24 CELLS - SUITABLE TO HOUSE SAFT KPZ10 - KPZ18 CELLS 

(1,42V/CELL) = 34,08VDC 

DC AUTO BOOST VOLTAGE 24 CELLS - SUITABLE TO HOUSE SAFT KPZ10 - KPZ18 CELLS 

(1,55V/CELL) = 37,20VDC 

DC OUTPUT CURRENT RATING 3A DC CONTINUOUS 

LOAD CURRENT 0-1,0A CONTINUOUS LOAD 

CHARGER TYPE SINGLE PHASE BRIDGE RECTIFICATION THYRISTOR STACK - CONSTANT 

VOLTAGE -CONSTANT CURRENT 

SMOOTHING OF DC 10% RMS V 

REGULATION +-1% ON DC OUTPUT WITH +-10% AC INPUT VARIATION 

 

 

http://www.centlec.co.za/
mailto:kobus.dmeyer@centlec.co.za
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Alarm features 

 

ALARMS WITH POTENTIAL FREE CHANGE OVER CONTACTS (5W) 

SP317 PCB + SP255 FRONT FACE LED'S 

FRONT FACE LED INDICATION 

BOOST BOOST CHARGING "FLASHING AMBER LED" INITIATED EVERY 28 DAYS OR ON PRESET 

LOW DC VOLTS CONDITION 

CHARGE FAIL 

CHARGE FAIL"FLASHING RED LED" INITIATED WHEN DC VOLTS IS BELOW PRESET VOLTS + 

POTENTIAL FREE CONTACTS ON CARD FOR CUSTOMER 

CONNECTION 

LOW VOLTAGE LOW VOLTAGE "FLASHING RED LED" INITIATED WHEN DC IS BELOW PRESET 

VOLTS + POTENTIAL FREE CONTACTS ON CARD FOR CUSTOMER CONNECTION 

BATTERY FAIL BATTERY FAIL "FLASHING RED LED" INITIATED WHEN DC IS BELOW PRESET 

VALUE + POTENTIAL FREE CONTACTS ON CARD FOR CUSTOMER CONNECTION 

HIGH VOLTAGE HIGH VOLTAGE "FLASHING RED LED" WHEN DC IS ABOVE PRESET VOLTS + 

POTENTIAL FREE CONTACTS ON CARD FOR CUSTOMER CONNECTION 

BATTERY FAIL RESET PUSHBUTTON RESET PUSHBUTTON IF BATTERY FAIL ALARM IS 

INITIATED 

 

Major Components 

 

AC ISOLATION VIA DOUBLE POLE ISOLATOR (10A) WITH INPUT SURGE SUPRESSION PCB 

AC SUPPLY ON LED LIGHT (CLUSTER LED -20MM) 

DOUBLE WOUND MAINS TRANSFORMER 

CHARGER OUTPUT PROTECTION FUSE (4A) 

ANALOGUE CHARGER AMMETER (ST60) 

ANALOGUE BATTERY VOLTMETER (ST60) 

SP116 TRANSISTOR CONTROL RECTIFICATION 

SP317A + SP255 MULTI ALARM CARD 

DC OUTPUT SURGE PCB 

MANUAL FLOAT / BOOST SWITCH 

LOAD OUTPUT TERMINALS -6MM MAX WIRE SIZE 

 

Mechanical 

 

DIMENSIONS MILD STEEL CASE WITH DIMENSIONS 450 W X 250 D X 800 H WITH FRONT 

ACCESS 

WALL / FLOOR MOUNTING CAN BE MOUNTED ON WALL OR FLOOR 

IP RATING IP20 CASE 

COLOUR G29- LIGHT GREY STRUCTURED 

DOOR CLOSURE PANEL KEY LOCK 

CABLE ENTRY RIGHT HAND SIDE 

LABELLING FRONT FASCIA LABELS 

BATTERY LOCATION BATTERY MOUNTED BELOW CHARGER SECTION  
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Nicad cell specification 

 

Twenty four (24) plastic cased cells 

 

Electrical data 

 

Data below refers to a fully charged cell at 20 degrees Celsius (unless otherwise stated) 

Type of cell to be used, based on current, duration and minimum voltage 

acceptable. 

Minimum cell voltage 1,0V 

Type C5Ah                

                                  Duration 

8hr   5hr   3hr   2hr  90m  60m   30m   10m    5m     1m 

                             Current in Amps 

1,3   2,1   3,2   4,6   6,1    8,6    14,2    19,0    21,3   25,0 

 

Training on battery system specifics 

 

1. Training on the schematics works & identify the Components  

2. Correct installation of the Nickel Cadmium Cells.  

3. Training on operating the charger and check the Voltages and currents & calibrate  

4. Correctly connecting the battery to the charger  

5. Commission the system and verify all the alarms on the SP317- 

 

 

 

 

 

 

 

 

 

 

    
























































